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The Laguerre-Gaussian (LG) modes constitute a complete basis set for representing the transverse structure of
a paraxial photon field in free space. Earlier workers have shown how to construct a device for sorting a photon
according to its azimuthal LG mode index, which describes the orbital angular momentum (OAM) carried by
the field. In this paper we propose and demonstrate a mode sorter based on the fractional Fourier transform
(FRFT) to efficiently decompose the optical field according to its radial profile. We experimentally characterize
the performance of our implementation by separating individual radial modes as well as superposition states.
The reported scheme can, in principle, achieve unit efficiency and thus can be suitable for applications that
involve quantum states of light. This approach can be readily combined with existing OAM mode sorters to
provide a complete characterization of the transverse profile of the optical field.
In the recent years, the transverse structure of optical pho-
tons has been established as a resource for storing and com-
municating quantum information [1]. In contrast to the two-
dimensional Hilbert space of polarization, it takes an un-
bounded Hilbert space to provide a mathematical representa-
tion for the transverse structure of the optical field. The large
information capacity of structured photons has been recently
utilized to enhance quantum key distribution (QKD) [2–5] and
a multitude of other applications [6–10]. The orbital angular
momentum (OAM) modes have become increasingly popular
for implementing multi-dimensional quantum states due to the
relative ease in generation [11], manipulation [12], and char-
acterization of these modes [13, 14].
Although the OAM modes provide a basis set for repre-
senting the azimuthal structure of photons, they cannot com-
pletely span the entire transverse state space, which encom-
passes an extra (radial) degree of freedom. The Laguerre-
Gaussian (LG) mode functions provide a basis to fully rep-
resent the spatial structure of the transverse field [15–17].
These modes are characterized by two numbers, the radial
mode index p ∈ {0, 1, 2, ...} and the azimuthal mode index
` ∈ {0,±1,±2, ...}. While the azimuthal number ` is well
studied due to its association with the OAM of light [16], the
radial index p has so far remained relatively unexplored. The
quantum coherence of photons in a superposition of orthogo-
nal radial modes has been recently demonstrated in the con-
text of quantum communication and high-dimensional entan-
glement [17–19]. The radial LG modes also hold a number
of promising features, and have been studied in the contexts
of self-healing [20], superresolution [21], and hyperbolic mo-
mentum charge [22]. Despite the growing theoretical interests
in utilizing the radial structure of photons, the experimental
realizations have thus far been impeded because of the diffi-
culty of measuring these modes.
The initial step in characterization of the radial degree of
freedom of light is to find a radial mode spectrum, i.e. to find
the probability P (p) of having the state prepared in mode in-
dex p. This information can be, in principle, obtained by per-
forming a series of projective measurements. However, the
most straightforward method for implementing the projective
measurement of a radial LG mode requires shaping the ampli-
tude of the incoming light beam, and the resulting loss makes
this approach unsuitable for operation at the single-photon
level [23]. In addition to this technical difficulty, the projective
measurement of a photon results in its absorption [10]. This
inherently limits the success rate to 1/d in a d-dimensional
state space, a rate that does not scale well with the size of the
Hilbert space. An alternative approach for characterizing the
radial mode structure is to sort an unknown incoming photon
by its radial quantum number. A radial mode sorter would
route the photon to a distinct output that is indexed by the
value of its radial quantum number p, and is thus capable of
performing parallel projective measurements with a success
rate of unity.
Here, we propose and demonstrate a unitary mode sorter
for the radial quantum number p. Our approach relies on a key
property of the Laguerre-Gaussian modes: the dependence of
the effective phase velocity on the radial quantum number p.
We use a set of refractive optical elements to induce the frac-
tional Gouy phase by realizing a fractional Fourier transform
(FRFT) module [24]. The FRFT module is then combined
with a Mach-Zehnder interferometer that can discriminate the
modes based on the magnitude of the induced phase. Our ex-
periment can be understood as an implementation of the the-
oretical recipe recently developed in Ref. [25]. We provide
experimental results demonstrating the ability to sort individ-
ual and superposition states residing in the 4-dimensional state
space of p ∈ {0, 1, 2, 3}. Furthermore, we show that our im-
plementation can be combined with the existing methods of
sorting OAM to provide full characterization of the transverse
structure of the light field.
To understand the specifics of our implementation, we ex-
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FIG. 1. (a). Realization of the fractional Fourier transformation (FRFT) with a single lens. The Laguerre-Gaussian functions are the
eigenmodes of the FRFT and thus maintain their shape under this transformation. Here a p = 2 mode is shown as an example. (b). A
d-dimensional quantum sorter composed of a discrete F -gates and a Zd-gate. The Zd-gate is implemented by the FRFT in our experiment.
Note that the design can be simplified by replacing the first F -gate with an 1-to-d beam splitter, which is permissible because the system has
only one effective input port.
amine sorting from an operational point of view. Sorting is a
unitary operation that bijectively maps input photons of differ-
ent modes onto different output modes. One approach to real-
ize such an operation is by successive application of a discrete
Fourier transform (i.e. F -gate), a mode-dependent phase unit
(i.e. Zd-gate), and an inverse discrete Fourier transform ele-
ment [25] (Note that we use the quantum gates and the bracket
notation in order to provide a concise mathematical descrip-
tion for the evolution of spatial modes, and not for the purpose
of describing the quantum state of the electromagnetic field).
The discrete Fourier transform can be realized by a combi-
nation of beam-splitters and constant-phase elements (wave-
plates) [26, 27]. The remaining unit required for sorting the
LG modes according to their radial index is a mode-dependent
phase element i.e. a Zd-gate.
We next describe how the Zd-gates for the LG modes can
be realized using a natural property of these modes in propa-
gation. The mathematical form of the LG modes in cylindrical
coordinates at the plane of the beam waist is given by [22]:
LGp`(r, θ) =
√
2p!
pi(p+ |`|)!
1
w0
(√
2r
w0
)|`|
× exp
(
− r
2
w20
)
L|`|p
(
2r2
w20
)
ei`θ (1)
where L|`|p is the generalized Laguerre polynomial and w0 is
the beam waist radius. It is a well-known fact that these modes
are eigenmodes of a family of linear transforms generaliz-
ing the Fourier transform. This family of operations are the
Fractional Fourier transforms (FRFTs), and the characteristic
equation for LG modes is given by [28, 29]
Fa[LGp`(r0, θ0)] = exp[−i(2p+ |`|)a]LGp`(r, θ) (2)
In the above equation a denotes the order of the FRFT and for
a normal Fourier transform it is pi/2. The phase term here can
be interpreted as a modification of the effective phase velocity
of the structured beam, and is reminiscent of the Gouy phase
in laser physics. For the purposes of this paper we refer to this
mode-dependent phase as the fractional Gouy phase [24, 30].
A simple operational unit of our mode sorter, consisting of a
single lens accompanied with free-space propagation, can re-
alize the FRFT (see Fig. 1 (a)) [31]. The propagation distance
z and the lens focal length f are related to the FRFT order a,
the wavelength λ, and the beam waist radius w0 through the
following equations [28]:
z =
piw20
λ
tan
a
2
, f =
piw20
λ sin a
(3)
Upon propagation through this unit, radial modes will pick up
a fractional Gouy phase that depends on their respective in-
dices. Note that the corresponding phase depends on both the
radial index as well as the OAM value. This dependence does
not present a problem as one can use a Dove prism to can-
cel the `-dependence and thereby retain only the p-dependent
phase [32].
Having examined the two building blocks, i.e. the discrete
Fourier transform (F -gate) and the Zd-gate, we can design
a radial index mode sorter. A schematic representation of the
concept is provided in Fig. 1 (b). Let us assume that ` = 0 and
denote the LG mode by |p〉. We suppose that the dimension of
the state space is d, and that p takes on the values 0, 1, ..., d−1.
The output port for each mode is represented by a different
ket |k〉, where k = 0, 1, ..., d − 1. Initially, all modes are
present in the same input port |kin〉, and the state vector is
denoted by |p〉 ⊗ |kin〉. To sort different modes according to
their radial indices, we ensure that their output ports depend
only on their radial indices. This operation can be expressed
as |p〉⊗|kin〉 7→ |p〉⊗|k = p〉. The successive application of a
discrete Fourier transform (F -gate), a Zd-gate, and a F †-gate
can realize this transformation. The explicit transformation
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FIG. 2. (a) Schematics of the experimental setup. The radial mode is generated by a computer generated hologram (CGH) on the spatial light
modulator (SLM). The quarter waveplate (QWP), half waveplate (HWP) and QWP combination works as a geometrical phase shifter. Further
detail about the setup can be found in the Supplementary Material [28]. (b, c) The measured intensity profile of the generated p = 2 and the
p = 3 modes.
that each gate provides is given below:
Fˆ
[
|p〉 ⊗ |k〉
]
=
1√
d
d−1∑
m=0
exp
(
i2pimk
d
)
|p〉 ⊗ |m〉
Zˆjd
[
|p〉 ⊗ |k〉
]
= exp
(
i2pipj
d
)
|p〉 ⊗ |k〉 .
(4)
where Fˆ and Zˆd indicates the F - and Zd-gate respectively,
and j is the order of the corresponding Zd-gate. The F †-gate
is the inverse F -gate. A Zd-gate of order j is equivalent to j
subsequent applications of the Z1d -gate [33].
In the first part of our implementation, we realize a binary
version of our proposed radial sorter. By setting d = 2 in
Eq. (4), the setup reduces to an interferometer with a FRFT
in one of the arms. To have more control over the phase we
also include a constant phase shifter in the other arm. The
Zd-gate unit introduces a fractional Gouy phase to each of the
input modes and causes distinct input modes to interfere con-
structively at different output ports. Thus photons of different
radial indices leave the interferometer at different output ports
and the sorting transformation is achieved. We note that Leach
et al. [32] have previously demonstrated a conceptually simi-
lar design for an OAM mode sorter.
In the next step, we increase the dimensionality of the sys-
tem by cascading two successive binary sorters of the type
shown in Fig. 1(b). This configuration allows us to sort up
to three radial modes. Compared to the multi-channel inter-
ferometer proposed in [25], this cascading scheme is advanta-
geous in terms of flexibility, complexity and practicality (For
a comparative analysis please refer to the Supplementary Ma-
terial [28].) A schematic representation of our setup is de-
picted in Fig. 2. A 633 nm HeNe laser is coupled to a sin-
gle mode fiber (SMF). The light emerging from the fiber is
then collimated to illuminate a spatial light modulator (SLM).
A binary computer generated hologram is imprinted onto the
SLM to generate the desired field in the first diffraction order
[34, 35]. In the first stage, we use a lens with a focal length
of 30 cm and with a propagation distance of z = 8.79 cm to
realize a FRFT of the order pi/4 for a beam waist radius of
w0 = 207 µm. The second stage of the sorter uses two lenses
with the same configuration to provide a FRFT with twice as
much phase shift. We note that the interferometer shown in
the schematic is imbalanced because of the need to introduce
the FRFT lenses in one arm. We have taken care to keep the
path imbalance much shorter than the coherence length of our
laser source and the Rayleigh ranges of our modes.
In order to characterize the proposed scheme, we first gen-
erate radial modes and detect the output of our setup using
charge coupled devices (CCD). The images from the three
CCD cameras at the three output ports of the setup are shown
in Fig. 3(a) and (b). In Fig. 3(a) even-order modes (p = 0, 2)
leave one of the output ports of the first binary sorter to CCD1
and the odd-order modes leave the other output port. The odd-
order modes are then fed into the second stage, and are routed
towards CCD2, and CCD3. By changing the phase in the first
stage one can send odd-order modes to CCD1 and send the
even-order modes to the second stage to be sorted to CCD2,
and CCD3. The cascaded binary sorters allow for sorting of
up to three separate modes. As an additional test of the va-
lidity of our scheme we produce linear superpositions of three
radial modes and feed it into the first stage. We then register
the image of the three output ports on the CCDs simultane-
ously. It is clear from Fig. 3(c) that although all the input pho-
tons share a superposition of three radial indices, the output
photons are sorted according to their radial indices. We note
that to sort different sets of modes one has to choose appro-
priate phase differences for the two binary sorters. The value
of the induced phases are different for two different sets of
modes, and can be calculated using the formula for the frac-
tional Gouy phase in Eq 2. Indeed, a priori knowledge about
the input state is necessary for an appropriate sorting. For any
finite-dimensional sorter the input state should be restricted to
a specific range.
As mentioned above, our scheme can also be used for sort-
ing of photons according to their OAM number. To demon-
strate this capability we use the first stage of our setup to im-
plement a binary sorting of LG10 and LG12. The images of
the output ports are plotted in Fig. 4, and confirm that photons
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FIG. 3. Output port image for inputs in the form of individual LG
modes and their superposition states. The position of each CCD is
shown in Fig. 2. (a) The path lengths in the first stage are adjusted so
the even-order modes are sent to CCD1 whereas the odd-order modes
are sent to the second stage where they are further sorted so that
p = 1 (p = 3) is directed to CCD2 (CCD3). (b) The phase shifter
in the first stage is readjusted to send odd-order modes to CCD1 and
the even-order modes to the second stage. (c) The images on CCDs
when a superposition state is sent to the sorter. p = 0, 1, 2 means that
a superposition state composed of p = 0, p = 1 and p = 2 mode
is generated and injected. All images in the same line are captured
simultaneously.
of different OAMs leave the interferometer at separate ports.
We underscore the fact that here we have separated two OAM
modes of the same radial order whose OAM values are differ-
ent by ∆` = 2. The spacing by two units results from the fact
that the phase shift from the FRFT is ∆φ = (2p + `)a. The
extra factor 2 for p index implies that the ` spacing has to be
twice larger. Of course, by selecting the appropriate order of
the FRFT, our device can sort the LG beams with ∆` = 1 as
well.
We have quantified the cross-talk of our setup by measur-
ing the conditional probability matrix. Each element of this
matrix is defined as the probability of detecting a photon at
a given mode conditioned on the radial index of the input.
This quantity is equal to the power in a specific port divided
by the total output power. The resulting matrix is plotted in
Fig. 4. To use a single figure of merit we use the total cross-
talk, which is sum of the power in the wrong ports divided by
the total output power. For our specific implementation the
total cross-talk is measured to be 15%. In addition we wish
to emphasize that this cross-talk is not intrinsic to the proto-
col. We believe that using high-quality anti-reflection coated
optics, active stabilization, and more careful alignment can
mitigate cross-talk significantly and bring the sorter to its the-
oretical limit of 100% efficiency and no cross-talk.
We note that our design can also be employed for sort-
ing the Hermite-Gaussian (HG) modes. Coherent detection
of LG and HG modes has been recently identified as an op-
timal means of localizing closely spaced incoherent sources
[21, 36–38]. It is thus reasonable to expect that an effi-
cient sorting mechanism can have further implications for mi-
croscopy, given the significance of super-resolution in that
field. In addition, a similar approach can be applied to sorting
the family of Bessel-vortex beams. Due to the non-diffracting
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FIG. 4. (a) Experimentally measured probability of detection as
a function of input and output mode indices. (b) The measured
output intensity profile for an input prepared as a superposition of
p = 1, ` = 0 and p = 1, ` = 2 modes.
property of these modes, free-space propagation can serve as
the Z-gate and there is no need for realization of the FRFT
module. Hence, a simplified version of our experiment with
the the FRFT components removed would be able to sort
Bessel beams with different longitudinal wavevectors.
In summary we have demonstrated a general framework
for efficient measurement (i.e. sorting) of the radial index of
LG modes. Our protocol includes two essential elements: the
discrete Fourier transform (F -gate) and the Zd-gate. While
discrete Fourier transform can be realized using beam split-
ters and wave-plates, we have employed the fractional Gouy
phase to realize the Zd-gate efficiently. As a demonstration
we have implemented a binary (d = 2) version of our proto-
col and have cascaded two binary sorters to sort three different
LG modes according to their radial indices. Combined with a
total angular momentum sorter, our protocol provides a plat-
form for accessing the complete spatial bandwidth of photons
for encoding information. We believe that implementation of
our protocol can facilitate fundamental studies of the spatial
modes of light as well as a variety of prevalent applications of
such states in quantum communications, imaging, and quan-
tum metrology [39].
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1Supplemental Materials: sorting photons by radial quantum number
MATHEMATICAL DERIVATIONS
In the primary article, we have stated that the Laguerre-Gaussian (LG) function is the eigenfunction of the fractional Fourier
transform (FRFT) with eigenvalue exp[−i(2p+|`|)pi]. We mention that the beam size of the LG modes should satisfy λf˜/pi = w20
in order to remain invariant after the FRFT.
Eigenvalue of the Laguerre-Gaussian funciton
In this section we derive an expression for the eigenvalue of the LG function for the FRFT, which can be expressed as
Fa[LGp`(r0, θ0)] = exp[−i(2p+ |`|)a]LGp`(r, θ) (S1)
The proof of this expression can be attained by using the relation between the LG function and the Hermite-Gaussian (HG)
function. It is well known that the LG function can be decomposed to the HG function as follows [S1]
LGp`(r, θ) =
N=m+n∑
k=0
ikbn,m,kHGN−k,k(x, y) (S2)
where bn,m,k is a constant determined by n,m and k, and its definition is
bn,m,k =
√
(N − k)!k!
2Nn!m!
1
k!
dk
dtk
[(1− t)n(1 + t)m]t=0 (S3)
where the relation between indices m, n and p, ` is given by p = min(m,n), ` = m − n and 2p + |`| = m + n. Since the HG
function is the eigenfunction of the FRFT [S2]
Fa[HGmn(x0, y0)] = exp[−i(m+ n)a]HGmn(x, y) (S4)
we can use Eq. (S2) to decompose the LG function to the HG function, and then transform the resulting HG functions through
Eq. (S4). Then we can derive the transformed LG function, which can be expressed as
Fa[LGp`(r0, θ0)]
= Fa
[
N=m+n∑
k=0
ikbn,m,kHGN−k,k(x0, y0)
]
=
N=m+n∑
k=0
ikbn,m,kFa[HGN−k,k(x0, y0)]
=
N=m+n∑
k=0
ikbn,m,k exp(−iNa) · HGN−k,k(x, y)
= exp[−i(2p+ |`|)a]LGpl(r, θ)
(S5)
which is the proof to Eq. (S1).
Beam waist radius of the Laguerre-Gaussian mode
Previously we have mentioned that a single lens can perform the FRFT along with a free space propagation. However, only
the LG beam of a specific beam waist radius can remain invariant after the FRFT. The beam waist radius should satisfy the
condition λf˜/pi = w20 , and the derivation is presented as follows.
2Assume the optical field on the initial plane is u0(x0, y0) and the field on the final plane is u(x, y). The field propagates a
distance of z, goes through a lens of focal length f , and propagates another z again. By Fresnel propagation, the relation between
u0(x0, y0) and u(x, y) is [S3]
u(x, y) ∝ exp
[
ipi
λf˜ tan a
(
x2 + y2
)] ∫∫
dx0dy0u0(x0, y0)
× exp
[
ipi
λf˜ tan a
(
x20 + y
2
0
)]
exp
[
− 2ipi
λf˜sin a
(xx0 + yy0)
] (S6)
where f = f˜/sin a, z = f˜ tan(a/2) and we have omitted the normalization factor. By defining the variables X = x
/√
λf˜/2pi,
Y = y
/√
λf˜/2pi, X0 = x0
/√
λf˜/2pi and Y0 = y0
/√
λf˜/2pi, we can rewrite the equation and express it as
u(x, y) ∝ exp
[
i
2tan a
(
X2 + Y 2
)] ∫∫
exp
[
i
(
X20 + Y
2
0
)
2tan a
]
× u0
√λf˜
2pi
X0,
√
λf˜
2pi
Y0
 exp [− i(XX0 + Y Y0)
sin a
]
dX0dY0
(S7)
Comparing to definition of the two-dimensional FRFT [S2]
Fa[u0(x0, y0)] = 1− icot a
2pi
∫∫
dx0dy0u0(x0, y0)
× exp
[
i
(
x2 + y2
2tan a
− xx0 + yy0
sin a
+
x20 + y
2
0
2tan a
)] (S8)
we could readily check that u(x, y) can be represented in the form of the FRFT as
u(x, y) ∝ FaX0→X,Y0→Y
u0
√λf˜
2pi
X0,
√
λf˜
2pi
Y0
 (S9)
The subscript X0 → X,Y0 → Y means that the FRFT is mapping the new variables X0, Y0 to X and Y , respectively, not acting
on the original x and y. Now assume the incident beam is a LG beam of the beam waist radius w0. So we can express it as
u0(x0, y0) = LGp`
(
r0
w0/
√
2
, θ
)
∝ 1
w0
(
r0
w0/
√
2
)|`|
× exp
[
−1
2
(
r0
w0/
√
2
)2]
L|`|p
((
r0
w0/
√
2
)2)
exp(i`θ)
(S10)
Here we ignore the normalization factor. We can play the same trick to decompose the LG function to the HG function as
u0(x0, y0) = LGp`
(
r0
w0/
√
2
, θ
)
=
N=m+n∑
k=0
ikbn,m,kHGN−k,k
(
x0
w0/
√
2
,
y0
w0/
√
2
)
=
N=m+n∑
k=0
ikbn,m,kHGN−k,k

√
λf˜/2pi
w0/
√
2
X0,
√
λf˜/2pi
w0/
√
2
Y0

=
N=m+n∑
k=0
ikbn,m,kHGN−k,k

√
λf˜/pi
w0
X0,
√
λf˜/pi
w0
Y0

(S11)
3where p = min(m,n) and ` = m − n. Clearly, if we have
√
λf˜/piw20 = 1, or equivalently λf˜/pi = w
2
0 , then the field on the
final plane can be simplified to
u(x, y) ∝
N=m+n∑
k=0
ikbn,m,kFaX0→X,Y0→Y [HGN−k,k(X0, Y0)]
=
N=m+n∑
k=0
ikbn,m,kexp(−iNa)HGN−k,k(X,Y )
= exp(−iNa)
N=m+n∑
k=0
ikbn,m,kHGN−k,k
(
x
w0/
√
2
,
y
w0/
√
2
)
= exp[−i(2p+ |`|)a]LGp`
(
r
w0/
√
2
, θ
)
(S12)
We could readily see that the field on the final plane is a LG beam with the same beam waist radius w0 as long as the condition
λf˜/pi = w20 is satisfied. In our experiment, we choose the order of the FRFT to be a = pi/4, and the lens focal length to be 30
cm. Using this condition, the beam waist radius is calculated to be w0 = 207 µm.
Comparison between the cascading and multi-channel interferometer
In this section, we compare the cascading interferometer presented in the manuscript and the multi-channel interferometer
proposed in Ref. [S4] in terms of complexity, flexibility and practicality.
(1) A big advantage of the cascaded scheme is that it has a simpler structure for high dimensional system. In the multi-channel
interferometer shown in the Fig. 1 in the primary article, there are two quantum F -gates which can be implemented by the 50/50
beam splitters. For a 2n-dimensional sorter, the first quantum F -gate is effectively a 1-to-2n splitter and it requires 2n − 1 beam
splitters. The second quantum F -gate, however, needs (n+2) ·2n−1−1 beam splitters and the calculation is as follows. Assume
a d-dimensional F -gate requires N(Fd) beam splitters. Then we will have the following recursive relation [S5]
N(F2d) = 2 ·N(Fd) + d (S13)
With the knowledge that N(F2) = 1, we can arrive at the following equation N(Fd) = (d/2) · log2d. Setting d = 2n, we will
haveN(Fd=2n) = n ·2n−1. So the total number of beam splitters is n ·2n−1 +2n−1 = (n+2) ·2n−1−1 for the multi-channel
interferometer.
As for the cascading interferometer presented in the primary article, we will need 2n− 1 Mach-Zenhder interferometer (MZI)
to sort 2n modes, and each MZI requires two beam splitters. So the total number is 2 · (2n − 1) = 2n+1 − 2. It can be readily
verified that 2n+1 − 2 < (n+ 2) · 2n−1 − 1 for n ≥ 2 .
(2) A multi-channel interferometer requires that all paths remain in-phase simultaneously. This can cause a serious challenge
for experimental realization as any phase mismatch will compromise the functionality of all output channels. In contrast, if one
of the sorter paths in the cascading scheme is not in-phase, the system continues to properly operate for the channels that do not
utilize the mismatched path.
(3) The conventional quantum F -gate is usually composed of 50/50 beam splitters and phase shifters [S5], and thus it always
has a dimensionality of d = 2n, where n is an integer. Thus it would be difficult to realize a sorter with a dimensionality that is
not a power of 2. Taking the first quantum F -gate as an example, one would need to use 33/67 beam splitters to build a d = 3
system, and 20/80 beam splitters for d = 5 system. Considering this, the cascaded approach is simpler to realize due to the
commercial availability of 50/50 beam splitters.
EXPERIMENTAL DETAILS
In this section we describe the experimental details of our setup. We use a combination of waveplates as a geometrical phase
shifter, which can provide a continuously adjustable control on the phase of the travelling beam. Also the implementation of
the two-dimensional quantum F -gate by the polarizing beam splitter (PBS) and half waveplate (HWP) is discussed. We also
describe how we generate the LG modes used in this experiment.
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FIG. S1. Generated radial modes in the Fourier plane and image plane.
Geometrical phase shifter
In our setup the SLM only modulates the horizontally polarized light, thus the prepared state is horizontally polarized auto-
matically, and the polarization state vector can be expressed as P = [1 0]T , where the superscript T means the transpose of
a vector. The geometrical phase shifter is composed of two quarter waveplates (QWP) and a HWP. The two QWPs are 45◦
oriented while the HWP between them has an angle of θ. The Jones matrix of the geometrical phase shifter is calculated to be
M =
√
2
2
[
i 1
1 i
]
·
[
cos 2θ sin 2θ
sin 2θ −cos 2θ
]
·
√
2
2
[
i 1
1 i
]
=
[−e−i2θ 0
0 ei2θ
] (S14)
Going through the waveplates will lead the state vector to be P′ = M · [1 0]T = −e−i2θ[1 0]T . Hence, by adjusting the
angle of the HWP, we can induce an arbitrary phase shift, which is equivalent to the piezoelectric actuator. We emphasize
that our proposed sorting method is intrinsically polarization-independent, and the PBS and HWP can be replaced by the non-
polarizing beam splitter (NPBS) while the geometrical phase shifter can be replaced by a piezoelectric actuator for a polarization-
independent application.
Two-dimensional quantum F -gate
The two-dimensional quantum F -gate performs the following transform
Fˆ
[
|p〉 ⊗ |k〉
]
=
1√
2
(|p〉 ⊗ |0〉+ exp(ipi) |p〉 ⊗ |1〉) (S15)
As can be seen, this two-dimensional quantum F -gate will split the mode into two copies with an extra phase on one of them.
Since we can always adjust the phase by the geometrical phase shifter, by applying a non-polarizing beam splitter (NPBS) we
can effectively form this F -gate. Hence, the two-dimensional sorter which consists of two quantum F -gates and a quantum
Z-gate has a structure similar to the Mach-Zehnder interferometer. However, the NPBS should possess a 50/50 splitting ratio,
which is not always true for the commercially available broadband NPBS. Here we replace the first NPBS by a HWP and a
PBS. Remember that the incident beam is automatically horizontally polarized due to the SLM, so we can always rotate the
polarization angle and control the splitting ratio. After a HWP which can rotate the polarization by 45◦, the two beams split
by the first PBS are horizontally and vertically polarized, respectively. The second PBS will recombine the two beams after
the geometrical phase shifter. However, they cannot interfere due to their orthogonal polarizations. Then we can again apply a
HWP to rotate two beams by 45◦ and then split the beam by another PBS, which forms the second F -gate. Now the beam in
each output port will have the same polarization and can interfere effectively. By aligning the rotation angle of the HWP, we can
reach an arbitrary splitting ratio and can also help compensate the possible unequal loss in two paths.
5Radial mode generation
To prepare the radial modes, we imprint the computer generated hologram on a spatial light modulator (SLM) [S6]. The
binary phase grating will generate the mode at the first diffraction order, which can be separated by using a Fourier-transforming
lens. To verify the quality of generated mode, it is necessary to check the mode on not only the Fourier plane but also the image
plane (which can accessed by performing a second successive Fourier transformation). The generated mode on two planes by
our setup are presented in Fig. S1. We note that the polarization state of the light beam on the SLM should be aligned according
to the SLM requirement in order to minimize interference with the strong zeroth-order light. We use a 1500 mm lens along with
an iris to separate the first order diffracted beam. In order to increase the fidelity of the generated beam, we have applied an
additional phase term to the computer generated hologram to correct for spherical aberration, astigmatism and the coma, which
are typically caused by the imperfections in the system.
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